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COMPLETE SPECIFICATION. 
“ Imyrovement in Filiog Cabinets”’ 


I, Pum Henry Yawman of The Yawman and Nrbe Manufacturing Com- 
pany, of 340-350 N. St Paul Street, Rochester, New York, ‘United States of 
America, Manufacturer, do hereby declare the nature of this invention and in 
what manner the same is to be performed, to be particularly described and 
ascertained in and by the following statement: — 


The present invention relates to filing cabinets and particularly those em- 
ployed for filing letters, bills and similar papers, and it has for its object to 
provide a suitable slide or drawer therefor so constructed that the papers may 
be easily inserted therein without entirely remoying it from the cabinet and 
having the parts thereof adjustable in such a manner that access to the con- 
tents of the drawer is greatly facilitated when the latter is withdrawn from the 
cabinet. To these and other ends the invention consists in certain improve- 
ments hereinafter fully described, the novel features being pointed out in the 
claims at the end of the specification. 

In the drawings : 

Figure 1, is a perspective view of a slide or drawer embodying the improve- 
ments. 

oo 2, a vertical sectional view through a cabinet containing a plurality 
of files. 

Figure 3, is a side elevation of the forward end of the slide. 

Figure 4, is a similar view showing the end in the open or in adjusted posi- 
tion, and 

Figure 5, is a sectional view on the line a—z of Fig. 3. 

Similar reference numerals in the several figures indicate similar parts. 

The slide or drawer forming the subject matter of my invention is adapted to 
be used in any form of case or cabinet and as the construction of these devices 
are well known they do not require special detail description, herein, although 
there is shown in Fig. 2 such a sectional view of such a cabinet in which the 
cross pieces 1 divide the front thereof into separate aperture or recesses adapted 
to receive the slides as will be further described. 

The slide or drawer is composed of the bottom board 2 constituting a base 
and is provided with a holding clip or arched file 3 and if desired the indexed 
leaves. The front 4 is usually somewhat thicker than the base and is pivotally 
attached to the latter at its forward end by means of hinges, the members 5 of 
which are located in recesses 5* of sufficient depth whereby when the front is 
opened, as shown in full lines in Figure 3, its outer surface will not extend 
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materially below the plane of the lower side of the base board. The front 
boards 4 also form the front of the cabinet, when in position, and in order that 
it may completely fill the opening or aperture therein the lower edge of the 
tront is extended downwardly over the end of the base the proximate edges of 
these parts being cut away as shown at 7 and 8 to permit the movement of the 
front when opened on the hinges, as will be seen by an inspection of Figure 4. 
In order to support the front in the normal or adjusted position there is: pro- 
vided a brace arm 10 pivotally. connected at its outer end to a bracket 11, on 
the front, and having upon its inner end a projection or hook 12 operating in 
a longitudinal slot or aperture 13 in the vertically extending flange 14 of the 
base plate 15. ‘The latter forms a guide and is arranged preferably at one side 
of the base, being secured thereto by screws 16 or other suitable fastening 
devices. The hook 12, previously mentioned, is formed by bending the end of 
the brace into a Y shape so that its outer end 17 extends parellel therewith and 
is separated from the brace arm a distance equal to, at least, twice the thickness 
of the flange 14, as shown in Figure 5. he slot 13 in the flange is narrower 
than the body of the hook and for this reason the latter is provided at one side 
with a narrow shank 20, adapted to fit the slot, the inner end of which forms a 
stop limiting the inward movement of the brace arm. ‘The shank formed in the 


hook provides a shoulder 19 thereon which is adapted to engage a notch 18 at 2 


the inner end of the slot 13 to support the front 4 in its normal position and the 
shoulder is caused to normally engage the notch by a slight spring tension in 
the brace arm which moves its lower end laterally relative the flange 14. ‘I'he 
shoulder may be disengaged from the notch 18 when the brace arm is moved 
laterally and at such times the end 17 engaging the flange serves as a stop to 
limit this lateral movement but when the stop 19 is in engagement with the 
side of the flange the hook is free to move longitudinally in the slot 13. 

The tendency to strain or break the hinges is avoided by arranging a stop 21 
on the base with which tne brace arm cooperates when the front is opened t» the 
limit of its movement. This stop is formed by bending upwardly the end of the 
base plate 15, which is extended beyond the end of the aperture 13, as shown 
and the brace arm being attached to both the base and front operates as a lever, 
upon the stop-21 as a fulcrum, limiting the relative movement of the parts and 
as the stop is located at one side of the pivotal center of the hinges strain upon 
the latter is avoided. 

In dotted lines Figure 3, the front is shown in an intermediate position of 
adjustment, a notch or recess 23, similar to the notch 18 being provided with 
which the shoulder 19 may engage, if it is desired to only partially open the front 
for the purpose of providing an open space in which papers may be easily inserted 
without opening the drawer a greater distance than is required to afford clearance 
between the lower edge of the front and cabinet as illustrated in Fig. 2. This 
is a convenient arrangement as it permits access to be had to the interior of all 
of the various slides and drawers in a cabinet, in which a series is employed, 
without withdrawing any of them to such an extent as to cause one to interfere 
with or prevent access to another. The front of the slide or drawer being inclined 
only at a slight angle the usual index or label thereon is not entirely hidden 
from view so that an operator can easily distinguish the several drawers. 

The device shown and described is simple and easily manufactured and the 
mechanism applied to the drawer is very compact and its location at one side 
does not interfere with access to the contents of the drawer. By providing the 
front which opens outwardly, letters, bills or similar papers may be inserted 
therein without removing the slide or drawer from the cabinet or the contents 
of a drawer may be more readily examined when the latter is removed, and the 
front being folded down substantially parallel with the base or bottom portion 
the operator may conveniently have access to the ends of the papers or make 
such written notes or memoranda as desired without removing the papers from 
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Having now particularly described and ascertained the nature of the said 


invention, and in what manner the same is to be performed, I declare that what 
I claim is: — 


1. The combination with a casing, of a slide or drawer operating therein 
having thé base and provided with the front hinged thereto, a guide on one of 
the parts, an arm attached to the other part having the end lying’ beneath the 
guide, and a stop engaging the arm between its ends to limit the relative opening 
movement of the front. 

2. The combination with a casing, of a base sliding therein having a front 
hinged thereon, a guide on one of the parts, and an arm attached to the other 
engaging the guide, a stop on the guide cooperating with the arm to limit the 
relative closing movement of the parts, and a stop on one of the parts engaging 
the arm between its ends to limit the opening movement of the parts. 

3. The combination with a casing, of aslide or drawer mounted therein having 
the base, and a front pivoted thereon, a guide mounted on. one of the said parts, 
and an arm pivoted to the other part having the end lying beneath the guide 
ond adapted to engage one end thereof to limit the closing movement of the 
front and base, and a stop engaging the arm between its points of attachment 
to said parts to limit their opening movement. 

4, The combination with a casing, of a slide or drawer movable therein having 
the base, and a front pivoted thereon, a guide mounted on one of the parts of 
the drawer having: a notch therein, an arm attached to the other part having the 
end movable longitudinally on the guide and secured thereto and a shoulder on 
the arm adapted to engage the notch to prevent the movement of the arm on 
the guide. 

5. In a slide or drawer for filing cases, the combination with a base, and a 
front pivoted thereto, of a guide arranged upon one of the parts having a notch, 
an arm attached to the other part having the end movable laterally of the guide 
and provided with a shoulder adapted to engage the notch, and a stop on the 
nae adapted to engage the guide for limiting its lateral movement relative 
thereto. 

6. In a slide or drawer for filing cabinets, the combination with a base, and a 
normally vertically extending portion pivoted thereto at one end, of a guide 
mounted on one of the parts having a notch, an arm attached to the other part 
having the end lying beneath the guide and moveable laterally thereof, a shoulder 
on said end adapted to engage the notch, and a stop adapted to engage the guide 
for limiting the lateral movement of the arm thereon. 

7. In a slide or drawer for filing cases, the combination with a base, and a 
normally vertically extending end pivoted thereto, of a plate mounted on one 
of the parts having a slot, an arm pivotally attached to the other part having 
the end operating in said slot and engaging the end thereof to limit the relative 
movement of the parts in one direction, and a stop on the plate engaging the arm 
between its ends to limit their movement in the opposite direction. 

8. In a slide or drawer for filing cases, the combination with a base, and an 
end portion pivoted thereto normally extending vertically therefrom, of a plate 
mounted on one of the parts of the drawer having a slot and provided with a 
notch, a spring arm having a shoulder and pivoted to the other member and 
movable laterally of the plate to cause the shoulder to engage the notch, and a 
projection on the arm operating in the slot. 

9. In a slide or drawer for filing cases, the combination with a base, and a 
pertion forming a wall pivoted at the edge thereof, of a plate on one of the parts 
having the slot and provided with a notch, an arm pivoted to the other parts 
having the end operating in the slot, and a shoulder on the arm, means normally 
moving the arm toward one side of the plate to engage the shoulder with the 
notch, and a stop on the arm adapted to engage the opposite side of the plate to 
limit its lateral movement when the shoulder js disengaged from the notch. 

10. In a slide or drawer for filing cases, the combination with a bottom portion 
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and a wall pivoted at the end thereof, a base plate secured to one of said parts ot 
the drawer having a flange provided with the slot, a brace arm pivoted at one 
end to the other part of the drawer having its opposite extremity projecting 
laterally through the slot and adapted to engage the inner end of the slot to 
limit the relative closing movement of the front and base, and a stop at the outer 
end of the base plate engaging the arm between its ends to limit their relative 
movement in the opposite direction. 

11. The combination with a casing having a drawer aperture, a slide mov- 
able therein, and a wall adapted to normally close the aperture, of pivotal connec- 
tions between the slide and wall, and adjustable devices between the slide and 
front whereby the latter may be secured at an angle to the former above the 
plane of the slide or substantially in line therewith. 

12. The combination with a casing having an aperture, a slide movable therein, 
and a wall normally closing the aperture and extending over the end of the 
slide, of hinge connections between the slide and wall, a guide on one of the parts 
of the drawer, a brace arm having the end engaging the guide and attached to 
the other part, and a stop engaging the arm and arranged out of line with the 
pivotal center of the hinge connections to limit the relative opening movement 
of the front on the base. 

13. In a slide or drawer for filing cases, the combination with a base, of a 
wall therefor forming the front of the drawer thicker than the base, and provided 
with a recess and having the tongue at its lower edge extending over the end of 
the base, a hinge having one member attached to the base and the other set into 
the recess in the front wall whereby when the parts of the drawer are opened 
the outer surfaces of the base and front will be in substantial alinement, and 
adjustable devices between the parts for limiting their opening and closing 
movement. 

14. The combination with a cabinet or casing having an opening therein, of a 
vemoyable slide arranged in said opening embodying a base, a front hinged at 
its lower edge to said base and adapted to form a closure for the casing and to be 
moved into substantial alinement with the base, a brace arm pivotally connected 
with one of said parts and sliding upon the other, and stops for limiting the 
movements of said parts on the hinge. 


Dated this 15th day of May, 1902. 


BOULT, WADE & KILBURN, 
Agents for the Applicant. 


Redhill; Printed for His Majesty’s Stationery Office, by Tove & Malcomson, Ltd.—1902, 
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